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Esperiènee accumulated since the time-of Benjamin Franklin, proves ‘conclusively that a 
made of Copper of adequate size, is the best of all appliances for the protection of every description of | 
‘building from the destructive effects of Lightning. | 


4 NEWALL & Co.’s Patent Copper Rope Lightning Conductor, 


As applied to all kinds of Buildings and Shipping in all parts of the world with unvarying SUCCESS, iS 
met: the most reliable, most effective, and cheapest Conductor offe red to the public. 

2 It is simple in its application, no insulators being required, and it costs one ie SHILLine per 
foot for the standard size, which is safe in any storm. — 


| a Sole Patentees of Untwisted Wire Rope. Manufacturers of Iron and Steel Ropes for - Colliery and 
4 ‘Railway Purposes. Rigging Ropes, Guide Ropes, &c, | | 


À . Gilt and Silver Cord fot Hanging Pictures. . Iron, Steel, and Copper Card for Clock and Sash Lines, &e. 


. KR. S. NEWALL & Co., LONDON, 130, STRAND, W.C. 


| LIVERPOOL, 36; Waterloo Road; GLASGOW, Anderston MANUFACTORY, 
on- | 


41 PNEUMATIC. BELLS. di 


Public Mansions, and Hotels recently fitted with this | 


system :— 
HOTELS. 

The dre Hotel, Newcastle-on Tyne ; the Pelican Hotel, South- 
wark, S.E.; the Railway Hotel, Hunstanton: the Masons’ Hall 
Tavern, E. C. 

The Inns of of eer Hotel, Holborn, is fitted with Zimdars’ Patent 
Pneumatic Despatch Tube, and is well re the inspection of 
_ Architects and Hotel pa ietors. 

LIC BUILDINGS. | 
| The Home Office, à. Colonial Office, the Crown “Agents, the : 
| Local Government Board, the Convict Prisons, the Charity Com- 
missioners, the Civil Service, St St. hl Cathedral, 


W. BE. MacAndrews, Esq: Shortlands: E, M. Denny, 
Street : G. Somers larke, Esq.-, Chislehurst A. Wertheimer, 
s Park; the Priory, Malvern; near 

orge Street. Esq., 30, Cornhill, 


ZIMDARS, 


GRAY’S INN ROAD, W-C. 
“IGHTNING CONDUCTORS, &c., &c—DIXON, “CORBITT, & SPENCER, ot 
| 


DINING | 
| 


- Hemp ver a. AND WIRE: Rores of every description, Lines, Twines. Copper, Iron, and Steel Cords for 
Sash-lines other purposes; and Corp for HANGING Piorvures, Fencing Strand, Correr Rore 
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is now led that the ringing of howse-bells by means of cranks wires ts a and 
‘wynote contrivance, and gins inte a thing of the past,—as primitive and as rude, when Compared with — 
electric system, as the drawing of water from. a well for house-sup ey by rope and bucket, ‘astead of 
by a pump or other hydraulic machine. In the electric system, og ng and tugging, and comequent | 
breaking of wires, is done away with; for however distant the bell may be, and however tortuous its 
course, it may be rung by means of the slightest pressure of the finger on a little tvory button, Tosecure — 
desitable result, and to be lasting,.three things are necessary; the use of first-class 
. -bighly-finished. materials ; skilled workmen to perform the mechanical part; ; and an i 
combined with long practical experience, to direct theit operations. 


With these means at their command, ADAMS & SON have been able to attain to results highly satin 
factory to their patrons, and they have had the honour to execute works re large scale at,— 


BUCKINGHAM PALACE, | . CLARENCE HOUSE 


WINDSOR CASTLE, | THE NEW FOREIGN OFFIC 
“MARLBOROUGH HOUSE, | MIDLAND GR 


SANDRINGHAM HOU SE, THE NEW ROYAL HOTE 

tion and Public Buildings, full particulars of which will be and a 

| W. 8S. ADAMS & SON. 
“ELECTRIC ENGINEERS MARLBOROUGH WORKS, MARSHALL STREET, GOLDEN SQURE, Ww 


My 


BROWNINGS NEW PORTABLE 


and circular motions, adjustable Sub-stage With 
motions for centreing, Plane and Concave Mirrors on jointed À 
and B Eye-pieces, and Stand Condenser for “a 
|: By a novel arrangement the bod 
Microscope turns.on a joint, and pa packs parallel with the length 
“ef the Stand without detaching any portion of the instrument, _ 
the Stand also folds in a novel manner, Whenin tse — 
4 a Instrument has a handsome a share and itis as steady 
Stand of the ordinary Outside of 
6 6 9 inches. | 
PRICE 


À 


JOHN BROWNING, 
ES. Option dnd Physical Instrument Maker to the : 
Royal Observatory, &c., 


STRAND, LONDON, W. 
a List of Microscopes free. 


Mustrated Catalogues of Six Stamps. 
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“ TO INVENTORS. 


essrs. BREWER and JENSEN, British, Foreign 
~ . andColonial Patent Agents, give prompt personal attention 


to all matters entrusted to them.-—Office for Patents, 33, Chancery 
Lane, W.C. Established 1844. 


| PATENTS. PATENTS. 
OBERTSON, BRoMAN and Co., (established 


50 years) continue to obtain Patents for Inventions. Pam- 
phlet, containing special advice, gratis or by post. 166, Fleet 
Street, London. | 


ELECTRICIAN desires re-engagement. Aged 23. 


| Three years’ experience on staff manufacturing company, 
testing cables during manufacture and after submersion, localiza- 


_ tion, faults, etc. Mirror and Single Needle. Has been abroad. 


Excellent references.—W. C., 4, Yorke Crescent, Woolwich. 


"J'ELEGRAPH CONTRACTORS (Home or 

_ can be supplied with every description of Cabinet 

M. M XCROFT’S TELEGRAPH CASE 

MANUFACTORY, 54, Compron STREET, CLERKENWELL, E.C. 

Single and Double Needle Instrument Cases, Disc Cases, Morse 

Boards, and Bell Cases always in Stock, Teak Cases for Station 
Clocks made to order. Tenders given. 


O & F. H. VARLEY, Engineer Contractors, 

* Mildmay Park Works, Mildmay Street, Highbury, N., 
Manufacture Improved. Morse Inkwriters, Duplex Instruments, 
Double Current Keys, Relays, Resistancé Coils, Galvanometers, 
all description of Testing Apparatus for Submarine and Land 
Lines, Block Signalling Instruments, Batteries and Stores. Con- 
tracts entered into for Construction and Maintenance of Tele- 
graph Lines. | 


BLOCK TELEGRAPHS AND ELECTRIC 
INTERLOCKING SIGNALS, 
TYER & COMPANY 


Respectfully invite the attention of Railway Directors, Managers, 
and Engineers to their important improvements in ‘‘ Block?’ 
‘Telegraphs, especially to their new system (Patent 1874, in con- 
junction with Messrs. Saxpy & FARMER), inspected and improved 

y Captain TyLer, on behalf of the Board of Trade. By the use 
of this appliance a signalman, who receives a telegraphic indica- 
tion of a line blocked from the signalman in advance, cannot 
possibly give a contrary signal upon the outside semaphore to 
the engine-driver. 

‘Such is the latest development of railway signalling, which is 
worthy of careful attention, constituting, as it does, a marked 
advance upon the ordinary block system.” — Zhe Times. 

Office and Works—4, OLD STREET, GoswELL RoAp, Lonpon, 


H. M. CAPNER, Manufacturer of Electrical- 


Galvanic, and Philosophical Apparatus of every De- 
scription.—20, Northampton Square, Clecksewell, E.C. 


W STONE, Mathematical Instrument Mois 


to the trade, 44, Gloucester-street, Bloomsbury. 


GRIFFIN'S CHEMICAL HANDICRAFT, 


A Classified and De criptive Catalogue ol 


CHEMICAL APPARATUS, with copious Explanatory 
Notes. By Joun J. Grirrin, F.C.S. In demy 8vo., 472 pp., Illus- 
trated with 1,600 Woodcuts, price 4s. bound in cloth; postage 7d. 

Second Edition in preparation, entirely revised, and contain- 
ing many additional cuts and descriptions of Modern Apparatus. 
The prices have been materially reduced in nearly all cases. It is 
the largest, most complete, and cheapest list of c emical appara- 
tus ever i ares a À temporary price list quoting reduced prices 
is now rea 


JOHN J. GRIFFIN & SONS, 22, GARRICK STREET, 
LONDON. W.C. 


MESSRS. H. A. HARBOROW & H. SPAGNOLETTI, 


Electric Telegraph Engineers, 


CONTRACTORS, AND MANUFACTURERS, 


4, Circus Street, Marylebone, W. 

Makers of Block Instruments, Single and Double Needle 
Instruments, Coils for same with Induced Needles. Lines con 
structed and maintained. Batteries of every description. Elec- 
tric Bells, Indicators, Thief and Fire Alarms for private houses, 
banks, hotels, warehouses, &c., &c. Lightning Conductors.. All 
kinds of Electrical Mining Apparatus. H. and H. S. draw 
attention to their Bells, &c., especially adapted for mines. 
Models made. Experiments carried out.—4, Circus Street, Mary- 
lebone, London, W. 


Thermo-Electric Generator Company; Limited 


LonDON—27, New Street, Cloth Fair, Aldersgate Street, 
ose to Aldersgate Railway Station. 
PARIsS—86, Boulevard de Courcelles. 


M. CLamonp, the inventor, has received, at the Annual Meeting | 


of La Societe d’Encouragement pour L’Industrie Nationale, on 
the 25th June, 1875, its Grand Gold Medal, in recognition and 
appreciation of the value of his important discovery. _ oe 

he following are some of the purposes to which this system is 
adapted, viz.— 


Telegraphy; Electro-plating and Electrotyping; Deposition of ‘ 


Metals and Chemical Analysis; Production of Light; Torpedoes, 
and other Naval and Military Requirements; the Laboratory 
and Lecture Room; Hospital and Surgical Practice, and Baths ; 
Electric Clocks and Bells; Mining. | 


For Prospectus and all infurmation address as above. 


-cells, £12 12s.; Ditto, 


Tisley and Spiller, Opticians. 

: _ 172, BROMPTON ROAD, S.W. 
Tisley’s Improved Dynamo-Magneto-Electric Machine, £21, 

zone Generator, with Cooling Apparatus, 2rs., and £3 Table 
Polariscope, with rotating Double-image Prism, Spectroscope, 
&c., as arranged by W. Spottiswoode, Esq., Tr. R.S., for the 
analysis of polarised light; packed in mahogany case, £26. 
Pocket Spectroscope, with new Slit Adjustment, ré 58 ; Table 
ditto, from £6 1os. ; Tisley’s Pendulum eee complete, for 
drawing Lissajous’ Figures ; packed in deal Cabinet, £14 145. ; 
Specimen curves drawn on card, post free, per dozen, 3s.; Do. 
traced on blackened glass for the Lantern, per slide, 3s. 6d. ; 
De la Rue’s Chloride of Silver Batteries. (See NATURE, April 
29th, 1875.) Trays of 20 cells each, with silver charge, £3; the 
New Medical Battery with modified De la Rue’s Cells; ve 
portable and of great norte 20 cells, £7 7s.; Ditto ditto, 

itto, 60 cells, £18 18s. Crooke’s New 

Radiometer, £2. 
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The Telegraphic Fournal. 


rjnne x, 1876. 


Crown 8vo., cloth bevelled, with numerous Diagrams, 15s. 


Comprising Telegraph Engineering, Organization, and Maintenance. 


By J. CHRISTIE 


Douctas, East India Government Telegraph Department, Society of Telegraph 
Engineers, &c. | 


“Mr. Douglas has ably supplied an existing want . . . . the subject is treated with great 
learness and judgment.”—Enginecring. | 

“The amount of imformation given is such as to render this volume a most useful guide to any one 
engaged in any branch of Electric-Telegraph Engineering.” —Athenaum. 


Lonpon: CHARLES GRIFFIN & COMPANY, 1o, STATIONERS’ HALL 
COURT. 


RUPTORES—BY ROYAL LETTERS PATENT. 


WHITE’S MOC-MAIN LEVER TRUSS 


Is allowed by upwards of 500 Medical Men to be 
the most effective invention in the curative treatment 
of HERNIA. ‘The use of a steel spring, so hurtful 
in its effects, is here avoided, a soft bandage being 
worn round the body, while the requisite resisting 
power is supplied by the MOC-MAIN PAD and 
PATENT LEVER, fitting with so much ease and 
closeness that it cannot be detected, and may be worn 
during sleep. A descriptive circular may be had, and 
the Truss (which cannot fail to fit) forwarded by post, 
on the circumference of the body two inches below 
the hips being sent to the Manufacturer, 


MR. JOHN WHITE, 228, PICCADILLY, LONDON. 


free. An Umbilical Truss, 42s. and 52s. 6d., Postage free. 


P.O.O. to be made payable to JoHN WHITE, Post-office, 


Piccadilly. NEW PA 


ELASTIC STOCKINGS, KNEE CAPS, &e 


For Varicose Veins, and all cases of Weakness and Swellin 
of the Legs, Sprains, &c. They are Porous, light in texture, an 
inexpensive, and are drawn on like an ordinary stocking. Price 
from 4s. 6d., 7s. 6d., 105., to 15s. each, Postage free. 


JOHN WHITE, MANUFACTURER, 228, PiccapILty, Lonpon. 


PHOTOGRAPHY 
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the Premises. 


_ No Chemicals required in the Field. 
Tourists’ Pocket Camera and Slides, 
for Plates, 44 by 3}. Lens, Patent Fold- 
ing Stand, Chemical Laboratory, and 
every requisite. 

PRICE COMPLETE, £8 8s, 
Full particulars and instructions free 


2 by Post, or Practical Lessons free on 
Sensative Plates, 4s. per doz. 


WRATTEN AND WAINWRIGHT, 


MANUFACTURERS, 
LONDON, W.C. 


PPELEGRAMS.—T he Oriental Telegram Com- 
pany, 140, Leadenhall Street, is the only Company or 


_ Agency authorised to use the registers and agents ot the Oriental 


Telegram Agency (Limited) in liquidation. This authority is 
direct from the liquidators of that agency, and messages for all 
parts are received as heretofore at the offices of the Company, 
140, Leadenhall-street, and forwarded with the utmost ek. 


Otto Rocus, Manager. 


| 
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Second Edition, price 10s. 6d! | 
ABC TELEGRAPHIC CODE. 


Code Words not exceeding 10 letters. Cyphers not exceeding 
5 letters. (SIMPLICITY, ECONOMY, AND SECRECY), 
Simplicity and Economy, palpable; Secrecy absolute, Specially 
adapted for the use of FINANCIERS, MERCHANTS, SHIP- 
OWNERS, BROKERS, AGENTS, &c. (See opinions of the 
Press.) Nearly a hundred papers testify in the highest terms 


Price of a single Truss, 16s., 21s., 26s. 6d., 31s. 6d., 
Postage free. Double Truss, 31s. 6d., 42s., and ses. 6d., Postage 


possible to the thorough efficiency and completeness of this 
work, 


EDEN FISHER, 50, LOMBARD STREET, E.C. 


WANTED, good second-hand Telegraph Cable- 


making Machinery.—Particulars as to weights, dimensions, 


and number of bobbins to be sent to H. WEbDEKINy, 4, Great 
Tower Street, London, E.C. . 


(5-EOLOGY.—Elementary Collections to illus- | 
trate the new edition of Lyell’s ** Students’ Elements of 
Geology,”’ and facilitate the important study of this science, can 
be had at 2,5, 10, 20. 50, th 1000 guineas. Also single speci- 
mens ef Rocks, Minerals, Fossils, and recent Shells. Geological 
Maps, Hammers, all the recent publications, &c., of J Tennant, 
Mineralogist to Her Majesty, 149, Strand, London. Practical 
Instruction is given in Geology and Mineralogy by Professor 
Tennant, F.R..G.s., at his residence, 149, Strand (W.C). 


BROWN, LENOX, AND CO,, 
MILLWALL, POPLAR, E., 


AND 
8, BILLITER SQUARE, LONDON, E.C., 
MANUFACTURERS Of 


Telegraph Buoys of ail descriptions, Grapnels, Centipedes, 
Mushroom Anchors, Couplings for Grapnel Ropes, Chains of all 
sizes, Shackles, Swivels, &c. 


Patent Pulley Blocks and Sheaves. Chain Cables and Anchors 
of all kinds and sizes. ; 
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THE SCIENTIFIC APPARATUS 
COLLECTION. 


‘Tuere can be no doubt that the exhibition of 
scientific instruments at South Kensington is a 
success. It has certainly been carefully under- 
taken, and the officials have evidently had the 
cordial co-operation of many scientific men, both 
in England and abroad. And the fact that the 
space, which was originally supposed sufficient, 
had to be greatly increased, shows that the 
originators even under-estimated the importance 
in which scientific men and instrument makers 
viewed the proposition. Nor do we think, from 


what we have seen, that, as some iil-natured 


writers have suggested, it has degenerated into a 
mere bazaar of ordinary instruments exhibited 
for sale. Naturally, instrument makers are com- 
mercial men, and the sale of their productions is 
their raison d'etre, But most of those who have 


_ risen to position, have done so, in a great degree, 


by their love of science, a pride in excellency of 
workmanship, and a desire for invention. Indeed, 
it is to those who are thus actuated in their busi- 


' ness that such comparisons, as a side by side 


exhibition of their work, is most acceptable. The 
merely commercial tradesman would seek to 
make his way more by printed advertisement and 
exhibition in an ordinary busy thoroughfare. 
Instrument makers are not, however, the only 
exhibitors; educational bodies, professors, en- 
gineers, government departments, have lent a 


_ willing hand, and some of them have aided the 


official committee in adding to the collection 
what may be termed the illustrations of the 
Archeology of Science. The earliest locomotive, 
telescope, electrical machine, and microscope, &c., 
are to be seen, and have a certain amount of 
interest to those who have a special taste for the 
particuiar department in ‘science to which these 
belong. To the young student the primitive and 
rough instruments, which have been used by 
some of the earliest pioneers of science, and 
which have led to discoveries gradully leading up 
to those which have almost revolutionized the 
world, must teach a lesson of patience and 
perseverance, which no mere lectures could 
impress so strongly. 

Not only to the student but to the professor 
and professional man is there food for the eye, 
and the mind, for although most men connected 


with science read with avidity all that is published 
and falls in their way as regards inventions and 


always purchase them. 


| 


discoveries abroad, it is impossible to see every little 
paragraph in the numerous technical journals that 
are now published, and thus, unless a subject is of 
such importance as to go the round of the scien- 
tific press or of a large portion of it, a modest 
paragraph perhaps containing an important step 
or novelty in science may escape notice and sink 
out of sight, perhaps into oblivion, until it is again 
brought forward by some other person under more 
favourable circumstances. 

Indeed, to recollect even what we have read on 
some subjects is difficult, and we require at times — 
to see former inventions brought sise to 
be reminded that they exist. 

As an example in point, we would mention the 
subject of the Count Du Moncel’s letter in our 
present number. Iron-cased magnets have recently 
formed the subject of a paper before the Society of 
Telegraph Engineers, and was still more sensation- 
ally brought forward previously by Mr. Faulkner, 
as a novelty at Manchester, and at Mr. L. Clark’s 
conversazione last winter. M. Du Moncel has 
most assuredly demolished their novelty very 
completely. There is an illustration of one in his 
Etude de Magnetisme, published in 1858, a work 
which most electricians, even in England, possess. 
Yet the fact passed unnoticed at the discussion 
at the Telegraph Engineers. Indeed, it is not 
always easy to recollect what we have read as 
regards points which establish priority of inven- 
tion. An appeal to the eye by an actual exhibi- 
tion of an instrument is liable, we believe, to 
engrave the subject on the memory more than 
merely reading of it in a book, and we venture to 
assert that any novelty in the present exhibition 
will not be easily forgotten. 

A permanent museum is, however, that which is 
required where instruments and inventions may 
remain to be seen from time totime. Of course 
we do not assert that such a museum would at — 
once settle all points of priority, since every 
inventor could not afford to send a sample of his 
invention or improvement, and the state would not 
But still many would 
find their way there. For those having instru- 
ments.or samples of manufacture which had 
become of mere archzological interest, would 
gladly send them to any public depository where 
they would be safe from destruction. And even 
drawings of instruments might be there placed. 
Thus an inventor, who being too poor to take out 
a patent, might at asmall expense at least secure 
for himself whatever honour was due to him, 

An occasional visit to such a museun, if care. 
fully arranged and catalogued yearly, would 
certainly refresh our memory, if not our knowledge, 
as to what had been previously done in any par- 
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ticular branch, and even if, for example, we did not 
find the first iron-cased magnet made, we should 
be very likely to find some of those numerous 
examples mentioned by M. Du Moncel. By such 
means it would be possible to bring honour to 
those to whom it was due, perhaps a little nearer 
than is sometimes now the case. Only within the 
last six years (as mentioned in our notes to-day) it 
has become known that the first observation of 
the deflection of a magnetic needle by the electric 
current was discovered and published by two 
Italian philosophers, twenty years before Oerstedt 
made the same discovery, although the latter has 
always had the honour of the discovery. 


EFFECT OF ELECTRICITY ON 
PARTICLES SUSPENDED IN LIQUIDS. 


Some interesting observations on this subject have 
recently been described by M. Holtz in Poggen- 
dorff's Annalen. A “ wandering” of particles sus- 
pended in a liquid, when submitted to electric 
currents, has long been known of, and was fully 
studied by M. Quincke. M. Holtz finds that in all 
cases of such motion, there is at the same time a 
clinging of particles to one of the poles, and this 
often with such precision that one might construct 
an electroscope on this principle for ascertaining 
the polarity. Especially notable is the tendency 
of Semen Lycopodii in insulating liquids, particu- 
larly sulphuric ether, to cover the negative pole 
with a thick coating, while sulphur, cinnabar or 
sulphide of antimony in the same liquid, only coat 
the positive pole. A simple medicine glass even 
suffices for the experiment, a conductor or half 
conductor being introduced through the stopper. 
The glass is held in the hand, and the conductor 
brought to an electric machine; the phenomenon 
then occurs. It is more suitable, of course, to have 
the bottom perforated for insertion of the second 
pole, or to use an open glass with the two poles 
pushed down into it. Either a frictional or in- 
fluence machine may be used. 


M. Holtz did not, like Iürgensen and Quincke, | 


use capillary tubes, but wide vessels, and this, he 
thinks, maybe the reasontwhy many substances,e.g. 
sand, manganese, sugar, &c., seemed to be quite 
indifferent, neither wandering nor adhering to the 
poles. But here occurred another interesting 
phenomenon, if the bottom of the vessel were 
straight and smooth, and not rendered conducting 
by a layer of moisture condensed from the air. 
For the particles formed figures, under the action 
of the electric current, of very various character 
according to their size and structure, and accord- 
ing to their own conductivity or that of the liquid. 
Figures of extraordinary fineness and regularity, 
and quite corresponding to those assumed by iron 
filings under action of the magnetic poles, were 
obtained with finely pulverized manganese, emery, 
and oxide of iron, in petroleum, oil of turpentine, 
benzine, and sulphuric ether. Still finer, and 
consisting of largely entwined lines, were the 
figures from reduced iron; but extremely little of 
this substance must be used, owing to its great con- 
ductivity. The figures formed of sawdust were 


more regular, and branching like trees. Cinnabar 


in ether gave a cloud-like form which, on account 


of the polarity referred to, surrounded the positive 
pole. Sugar and bran mostly formed thick con- 
nected skeins, through which the electricity then 
flowed as by a conducting bridge. | 
In very few cases, however, is the figure stable 
during the electric action. In general, while the 
figure does not essentially alter in character, one 
may readily distinguish in it a double movement, 
first a thrusting to and fro of the separate particles 
within the lines they form (and this motion is 
stronger the larger the particles and the smoother 
their surface); then a continuous displacement of 
entire lines vertically to the connecting line of the 
poles, and this apparently more outwards if the 
electric current is strong, more inwards if it is 
weak. This latter motion, however, frequently 
becomes of a rotatory character, the connecting 


| lines sometimes breaking, and each part for itself 


tending to circle round the pole to which it adheres. 
Such circular motion occurs in greater measure 
with cinnabar, sulphide of antimony, and some | 
other matters, which generally do not form con- 
nected lines. It appears in a. peculiar balling 
together and gliding forward of separate parts. _ 

But the circulur movement is greatly favoured 
if a wire ring be taken for one pole, and the other 
pole be placed in the centre of it. In this case, 
naturally, the external form of the figures is altered, 
and in most instances, whatever the polarity of 
the central conductor, one obtains figures which 
in their radiating structure resemble the Lichten- 
berg figures. With those materials which do not 
form connected lines, the circular motion now be- 
comes so distinctly the prevailing one, that the 
figures produced fully correspond to the negative 
Lichtenberg figures. : | 
- The rotation-phenomenon was best obtained in 
a glass 200mm. high and roomm. diameter, having 
a perfectly even and smooth bottom, and which 
had not been used for previous experiments. In 
the axis was fixed a wire which, with its lower 
point, touched the middle of the bottom, and (the 
glass itself standing on a conducting base) was 
slowly and constantly electrified with one pole of 
an influence machine. M. Holtz describes in de- 
tail the effects obtained when this vessel was 
charged after the fashion of a Leyden jar. 

Another not uninteresting phenomenon in some 
of the above experiments was the cone-shaped 
rise of the liquid on the immersed wires. This 
takes place to greatest degree on the negative pole, 
and with sulphuric ether. It is intimately con- 
nected with the polarity of the suspended particles, 
for through adhesion of these to the one pole the 
rise of the liquid on the other pole is favoured. 
M. Holtz hopes to study the phenomenon further. 


CLAMONDS THERMO-ELECTRIC 


BATTERY.* 
: By LATIMER CLARK, C.E. 
A DIFFERENCE of potential in thermo-electricity 
is produced whenever two dissimilar metals are 
brought into contact and heated at their point of 
junction. If the further or cool extremities are 


* A paper read before the Society of Telegraph Engineers, - 
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brought together, or connected by means of a wire, 
a thermo-electric current passes, which will con- 
tinue to flow so long as a difference of temperature 
is maintained. The metals which have recently 
been employed to produce this effect are antimony 
and bismuth, because they exhibit this property to 
a very marked degree. Other metals or alloys 
may, however, be used with equal oreven to greater 
advantage. 

Markus, in Germany, devised, in 1865, a very 
powerful thermo-electric battery, whose positive 
elements consists of 10 parts of copper, 6 of zinc, 
and 6 of nickel; the negative elements being com- 
posed of 12 parts antimony, 5 zinc, and 5 bismuth; 


while in another form of the battery he employed. 


as the positive metal, 65 parts copper and 31 zinc, 
and for the negative 12 parts antimony and 5 zinc 
or German silver. (Theterms positive and nega- 
tive are employed in the same sense as in the or- 
dinary galvanic battery, the positive metal being 
that from which the current is conventionally un- 
derstood to start and pass through the liquid). 


Professor Dove employed iron and platinum 


soldered together in alternate lengths, the whole 
being wound on a cylinder of such diameter that 
the platinum-iron junctions were all on one side 
of the cylinder, and all the iron-platinum junctions 
on the other, 

Farmer, in America, used Markus metal and 
German silver, but failed to secure a good perma- 
nent connection. | | 

Thermo-electric piles of iron and German silver 
have been built up, and are very efficient. Yet no 
fewer than 700 of these elements are required to 
give an electro-motive force equivalent to a single 

olt, | 

Clamond in his first thermo-pile employed a 
sulphide of lead in the form of native galena and 
iron. This he was subsequently led to abandon in 
favour of his present system. 

Various other forms in addition to those men- 
tioned have, from time to time, been brought 
forward by different experimenters, but almost the 
only practical application of them which had until 
recently been attended with any beneficial results 
was that made by Melloni and Nobili in their 
masterly investigation of radiant heat. By them 
the thermo-electric piles were employed as thermo- 
meters, and they still form by far the most delicate 
means of measuring minute differences of tempera- 
ture ; so sensible, in fact, are they, that by means 
of them the heat of even the fixed stars has been 
rendered sensible. 

The Thermo-Electric Generator Company was 
formed in 1874 for the purpose of working 
Clamond’s patents; their Paris offices are at 
86, Boulevard de Courcelles, and their London 
factory at 27, New Street, Cloth Fair. The French 
Government extensively employ the thermo piles 
manutactured by them; and they are also adopted 
in the electro-plating houses of Goupil, Christafle, 
and others. 

The latest form of pair employed by Clamond 
consists of an alloy of two parts of antimony and 
one of zinc, as the negative metal, and ordinary 
tinned sheet-iron as the positive element—the 
current flowing at the heated junction from the 
iron to the alloy. The alloy is in the form of a 
flat bar, broader in the middle than at the ends, 
and measuring 2 to 2? inches in length, by gths 


ing the chimney. 


of an inch to 1 inch in thickness. Thesheet-iron, 
after being stamped out, is fixed in a mould into 
which the melted alloy is poured; before the alloy 
has cooled the mould is opened and the bars are 
removed. . The alloy melts at a temperature of 
500° F, and expands considerably in cooling; the 
more frequently it is recast the more perfect does 
the mixture become, so that old piles can be re- 
converted with advantage. The alloy is very weak 
and brittle, and can be broken almost as easily as 
loaf sugar. 

The bars are arranged in a radial manner round 
a temporary brass cylinder, a thin slip of mica be- 
ing inserted between the tin lug and the alloy to 
prevent contact, except at the junction. The num- 
ber of radial bars varies with the size of the pile: 
eight or ten are generally used. The bars are se- 
cured in their position by a cement formed of pow- 
dered asbestos and soluble: glass, or solution of 
silicate of potass. As soon as one circle of bars is 
completed, a ring of dry asbestos is placed upon it, 


_and over this another circle of elements is built, 


and so on until the whole pile is completed. The 
entire structure is consolidated by means of cast- 
iron frames placed at the top and bottom, and 
drawn together by screws or rods. The inner face 
of each element is protected from excessive heat | 
by a tin strip, or cap of tin bent round it before it 
is imbedded in the cement: the projecting strips of 
tin from the opposite ends of each pair of elements 
are brought together and soldered with soft solder 
by means of the blow-pipe. The positive poles are 
always placed at the top. a 
The pile is heated by gas mixed with air, on the 
Bunsen arrangement, that is to say, the tube up 
which the gas passes is pierced with a number of 
small holes, and these approximately correspond 
in position, as well as number, with the elements 
employed. Through an orifice in the gas supply 
tube, a regulated proportion of air passes, and this 
mixes with the gas before entering the tube form- 
Through the small holes the 
mixture escapes, and in the annular space between 


the tube and the elements, it burns in small blue 


jets, the products of combustion being carried off 
at the top. When combustion is going on properly, 
the earthenware tube glows with a dull-cherry red 
colour, and none of the jets should impinge on the 
elements. By means of an excess of gas, the pile 
may be overheated and the connections of the 
elements destroyed; when in good order, the tem- 
perature of the inner bars should be about 400° 
F., and that of the outer about 200° F. 

To prevent, as far as possible, injury from over- 
heating, and at the same time to lessen the con- 
sumption of gas, Clamond has recently introduced 
a new form of pile, from which he derives consi- 
derable advantages. The mixture of gas and air 
is still burnt as before in the earthenware tube ; 
but this, in place of extending up the whole height 
of the battery, is carried up to only about half its 
height. The earthenware tube in the new arrange- 
ment is surrounded by an iron tube of greater dia- 
meter, which is carried up almost to the top of 
the battery, and is open at the top. The elements 
are placed in the usual way outside the iron tube, 
and from the bottom of the annular space inter- 
vening a chimney leads off. The top of the pile is 
covered over by a closely fitting moveable cover. 
The air enters at the bottom of the iron tube and 
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the heated gases pass upwards to the top; finding | 
no means of escape there, they curl over, and de- 
scending outside the iron tube, 7.¢., between it and 
the elements, they finally make their exit by means 
of the chimney already referred to. The elements 
are thus heated partly by radiation from the iron 
tube and partly by the heated gases on their way 
downwards to the chimney. Not only is the danger 
arising from the gas jets impinging on the elements 
thus removed, but the consumption of gas is said 
to be reduced by one-half. Should a bad connec- 
tion occur, it is short-circuited by a piece of wire, 
and a defective element can readily be cut and re- 
placed by a sound one. 
A small gas regulator (to keep the pressure of 
gas, as far as may be, constant) is employed with 
each machine. The consumption of gas in small- 
sized elements is stated to be about one foot per 
hour for each volt of tension. Where gas is not 
available for heating purposes, coke or charcoal is 
found to answer very well. Paraffin oil might 
probably be employed with advantage, although 
thus far it does not seem to have been successfully 
used as a source of heat in the thermo-piles. | 
Iron screens are sometimes employed to sur- 
round the pile, their object being to cool the ex- 
ternal surfaces of the elements by causing a cur- 
rent of cold air to pass over them. They likewise 
prevent, to some extent, the fracture of the bars 
which takes place if the pile cools too rapidly. 
The subject of screens and other mechanical ap- 


pliances for cooling the external surfaces of the 


thermo-electric elements, such as currents of air, 
the use of water, evaporation of moist surfaces, 
&c., have thus far been imperfectly investigated, 
and throw open a wide field for research, notwith- 
standing the labours of M. Clamond. 

The electro-motive force of a thermo-electric 
element, such as those employed in Clamond’s 
pile, is such that 20 elements may practically be 


_ regarded as equivalent to one Daniell’s cell in this 


respect, that is, they give about one volt. 

The following table, published by the Thermo- 
Electric Generator Company, and found by experi- 
ments conducted by the author to be very correctly 


stated, gives the electro-motive force, internal 


resistance,” and consumption of gas for the piles 
usually manufactured by them :— 


| 3 48 
[= Cu om 
Size. ES ES 
40 bars! 2volts| ro ohms — 
60 9 3 99 ES 9 | | 3 
tension 4 45° 7 375 » | 6 
240 55 12 OO | 9° 
380 ,, 45 6°75 5 
50 29 2°5 99 °25 99 | 6 
For 60 ‘6 6 
100 5 1'O 
u ti 99 99 99 9 
quantity |= 1 20 | 24 
400 9 20 LE 4°0 9 37 


* The resistance is that of the piles in their kot state; when 
they are cold it rises about 25 per cent, 


COKE-PILES. 


For 340 bars! 17 volts 5°75 ohms; 1°5 lbs. 
tension |/ 680 ,, | 34 9 112°25 » 10 à 

For 99 TO 29 1°5 -» 
quantity | | 400 ,, 

CHARCOAL PILE. 

For  { 100 bars | 5'o volts’ 1°o ohms | ‘33 Ibs. 
tension || 190 ,, 185 » 3°4 | °50 » 

For f 60 99 30 » | ‘6 99 | 33 99 
quantity|(| 100 ,, | §'0 4; | "50 9 


~ 


_ The following, extracted from the circular pub- 
lished by the company, give some of the prices 
which are charged :— | 


For the tension or small-sized bars :— 


9 0 40 bars. 
à ove 4 O0 0 tes 00 
For the quantity or large-sized bars:— 
IO 99 eee 20 O O eee 200 $9 
20 99 eee. 32 Q oO eve 400 99 
The coke-piles are charged as follows :—" 
| | | 
1ovolts(quantity)20 0 Oo ™. 190 bars. 
0 O0. 400 4, 
17 ,, (tension) 20 0 o ve 340 » 
34 39 99 32 Q .:0 eve 680 9 


It is found that the electro-motive force of the 
several layers of elements varies, owing to the fact 
that some are more fully exposed to the heat than 
others. The middle layers seem to give the best 
results, although when first heated the upper bars 
are stated to give the creater electro-motive force. 

So extremely sensitive are the thermo-electric 
piles, that it is all but impossible to find one in such 
a state of equilibrium as to give no evidence of a 
current. If it be so, the passing of the hand into 
the interior of it, breathing upon it, or even the 
approach of the body, immediately sets up an 
action; and whilst they are at work, the effect of a 
distant fire, or the opening of a window, will pro- 
duce a sensible effect upon them. When two or 
more piles, therefore, are employed, they should, in 
order to secure the best working, be kept as far 
apart as possible, and allowed free radiation. 

Electro deposition is one of the many uses to 
which thermo-electric piles may be turned, and 
they are already largely employed for electro- 
plating. As an instance of what has been done, 
a battery of 375 elements (whose internal re- 
sistance was 4°5 ohms, and electromotive force 
14°6 volts) deposited about 180 grains of copper 
per hour, but then the electromotive force was 
sufficient to have created a similar deposit in 
several successive cells, sothat no practical results 
have yet been made known which could be accepted 
as a theoretical possibility of the work to be 
effected by them in this respect. | 

The mechanical power obtained from thermo- 
piles by electro-magnetic engines has not yet been 
put to any practical use, nor can it be looked for 


as ever likely to be worked from an economical 
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point of view. The electric light furnished by 
them is powerful and constant, but a very large 
number of elements has to be employed in order 
to secure this. 

For laboratory use they are very handy, and by 
utilising the waste heat of kitchen fires they might 
doubtless be employed to considerable advantage 
for domestic purposes. 


SPECIAL LOAN COLLECTION OF 
SCIENTIFIC APPARATUS. 


THE Special Loan Collection of Scientific Apparatus 
at South Kensington, which was opened the other 
day by Her Majesty, and is now opened to the 
public, is certainly, without exception, the most 
interesting exhibition of apparatus of a scientific 
nature ever placed at one time before the public. 
It is not only from the ordinary scientific point of 
view that it becomes interesting, but also from the 
truly historical view, tor here we see side by side 
with the complete instrument of the present day, 
the germs or seeds, which have gradually been 
_ Tipening until the full fruit has appeared. 

The idea of holding an exhibition of apparatus 
on loan, was due to some of the authorities at 
South Kensington originally; it was subsequently 
brought in a practical form before the Lords of 
the Committee of Council on Education ; they, on 
the 22nd Fanuary, 1875, approved of the proposal 
to form a loan collection of scientific apparatus, 
‘which was to include not only apparatus for 
teaching and for investigation, but also such as 
possessed historic interest on account of the 
— by whom, or the researches in which it had 

een employed.” 

The leading men of science of the country, the 
presidents of the learned societies, and others, 
were invited to act as a “committee to consider the 
matter, and aid the Council with their advice. 

The result of this was an energetic acquiescence 
on the part of those invited, and after many meet- 
ings, a scheme of classification was submitted 
and approved with some slight modification. 
This classification was as follows :—arithmetic, 
geometry, measurement, kinematics, statics and 
dynamics, molecular physics, sound, light, heat, 
magnetism, electricity, astronomy, applied 
mechanics, chemistry, meteorology, geography, 
geology and mining, mineralogy, crystallography, 
biology, &c., the instruments and apparatus to be 
there employed in teaching, and in the investiga- 
tion and observation connected with the various 
sciences. ee 

As soon, therefore, as the programme had been 
definitely settled, steps were taken to interest 
foreign countries in the exhibition, and it was 
determined to obtain the co-operation of men of 
science on the Continent. These steps were met 
with the most encouraging results, and favourable 
answers were received from all quarters. ‘The 
list of names of those abroad who interested 
themselves in furthering the objects of the 
exhibition is a most extensive one, and comprises 
the names of men well known in the scientific 
world. 

Special arrangements were made for organising 
and arranging the collection, which was rendered 


the more difficult in consequence of the limited 


time left for the purpose, and many gentlemen 
connected with science volunteered their aid to 
assist the staff of the Museum in their laborious 
duties; through this reinforcement and the re- 
newed energies of the staff, the Exhibition was 
put well together, and the opening day showed it in 
a very complete form, leaving but little to be done 
beyond the complete description and numbering of 
the apparatus. 

In addition to the ordinary catalogue, the Council 
on Education obtained the services of numerous 
well-known gentlemen of science for writing a 
handbook containing introductory notices to the 
several sections. This handbook will be found 
most interesting.to the visitor, and should be pe- 
rused with care. Whilst the catalogue gives a 
list and description of the various apparatus, the 


handbook forms a general guide to the various 


sciences. Whilst not dealing with the instru- 
ments in particular, the descriptions refer to the 
science in general. 

It was originally intended to exhibit the 
collection in the South Kensington Museum, but 
through unforeseen circumstances the plan had to 
be abandoned. Fortunately the Western Annexe 
of the Exhibition building was available, and the 
collection has been placed there, occupying the 


whole of the galleries on the western side of the | 


Horticultural Gardens. | | | 
The arrangements are as follows:—On the 
ground floor the rooms are appropriated to 
A.—Educational Collections. 
B.— Applied Mechanics. 
C.—Ditto. | | 
D.—Naval Architecture and Marine Engineering. 
E.—Lighthouse Apparatus. 
F.—Magnetism and Electricity. 
G.—Arithmetic and Geometry. 
H.—Measurement. 
K.—Ditto. | 
L.—Astromony and Meteorology. 
On the upper floor | 
M.—Geography,.Geology, and Mining. 
N.— Biology. | 
O.—Conference Room. 
P.—Chemistry. 
Q.—Light, Heat, Sound, and Molecular Physics. 
The whole collection is well worthy of many 
visits, and a close examination into the details of 
the various apparatus, but the rendering an 


account of the total exhibition, would, however | 


interesting it might be, prove far beyond our 
limits. We propose, therefore, in our next suc- 
ceeding numbers to deal with those sections which 
are professionally more associated with the interest 
of our readers, and as the section of magnetism 
and electricity contains a more varied and interest- 
ingly historical collection than has ever been 
brought together before, we trust that matter of 


great importance and of scientific advantage, may 
be brought before those readers who will be un- 


able to attend and examine for themselves. 


‘Messrs. B. and J. Epwarps and Co., the well 


known photographers, have sent us some specimens © 
of their photo-tint reproduction of photographs, © 
They are charming in delicacy gradation, and — 


the process is evidently well suited for the illus- 
tration of books and scientific catalogues. 
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ON VOLTAIC ELECTRICITY. 
By PRO FESSOR TYNDALL, D.C.L., LL.D., F.R.S. 
(Continued from page 145.) 


LECTURE II. 


PROFESSOR TYNDALL commenced by saying:—One 
of my objects in this course of lectures is to give 
some notion of the manner in which the subject of 
Voltaic electricity has grown up from its earliest 
germs to its present wonderful proportions. I 
therefore, in the last lecture, sought to connect the 
first observation of Galvini with the previous re- 
searches of Lord Mahon. We then passed on to 


_ the second discovery of Galvani, and to the cele- 


brated strife arising from it between Galvani and 
Volta, which ended in the discovery of the pile. 
_ This, as we shall afterwards learn, was not the 
only battle fought upon this ground. But the bat- 
tles of science have this to be urged in their favour, 
that they have always ended by extending the 
intellectual territory of man, and by rendering him 
more and more ruler of external nature. 

No sooner was the pile discovered than the 
science of Europe, powerfuly attracted, precipitated 


itself upon this discovery; and the very year the 


pile was described by its inventor, the decompo- 
sition of water was effected. 

The two ends of a voltaic pile or of any form of 
voltaic battery are, when insulated, in opposite 
electrical conditions. Thus, the platinum end 
shows positive, while the zinc end shows nega- 
tive electricity. Volta supposed this current to 
arise from the contact: of dissimilar metals. 
means of Thomson’s quadrant electrometer, the 
attractions and repulsions of the electricities pro- 
duced by contact of plates of dry zinc and copper, 
were rendered plainly visible. Connecting one end 
of a crown of cups with the earth, the gradual 


augmentation of electric tension (potential) from 


this end to the insulated end, was shown by the 
same instrument. 

Hotly upon the discovery of the decomposition of 
water, followed in the same year (1800), the re- 
searches of Cruikshank, by which is was shown that 
the current possessed the power of separating the 
metals from their salts in solution. The crystalli- 
zation of lead by the electrolytic decomposition 
was first shown by Cruikshank. When the cur- 
rent from a pile or zinc and silver was sent between 
two wires, plunged in a solution of acetate of lead, 
‘ after a minute or two some fine metallic ‘needles 
were perceived at the extremity of. the wire con- 
nected with the silver. These soon increased and 
assumed the form of a feather. The lead thus 
precipitated was perfectly in its metallic state, and 
very brilliant.” | 

Cruikshank also experimented with the sulphate 
of copper with the same result, “ the copper being 
precipitated in its metallic form by the wire con- 
nected with the silver,” and of the battery. “ The 
most beautiful precipitate, however, was that of 
silver from its solution in nitrous acid. In this 
case the metal shot into fine needle-like crystals, 
<r or joined to each other as in the arbor 

lana.” | 


A voltaic current produces chemical action at a 


_ distance from its source. By means of a very handy 


apparatus, designed by Mr. Cottrell, the oxygen 


and hydrogen derived from the decomposition of 


water were collected separately and their properties 


By 


shown. Two clean platinum plates, connected by 
wires with the two endsiof a voltaic battery, were 
plunged into a solution of sulphate of. copper. 
Cruikshank’s effect was rendered immediately visi- 
ble, the plate connected with the negative end of 
the battery being immediately coated with me- 

tallic copper, while the. other plate remained 
untarnished. On reversing the current, the coat- 
ing of copper was rapidly dissolved, the metal 
being precipitated upon the opposite plate. When 
a copper wire was connected with the positive end 
of the battery it was dissolved. This solution of 
the metal rendered the liquid adjacent to it more 
dense, and convective currents of the denser liquid 
became visible when the image of the glass cell 
containing the electrodes and solution was shown 
on the screen. Meantime metallic copper was 
deposited on the opposite side. When with a 
similar cell the same experiment was made with 
acetate of lead, beautiful fronds of the crystallized 
metal sprouted from the negative wire. This 
experiment was made with Volta’s crown of cups. 

The decomposition of potash and soda by the 
voltaic currents (Davy’s great discovery in the 
Royal Institution laboratory), was also shown. In 
both cases the negative electrode was a rod of coke, 
the positive a nail. The potash and soda were first 
melted, in this state they conduct electricity; when 
solid, they are non-conductors. Potassium and 
sodium are liberated on the coke and readily ignited 
by bringing the nail into suitable contact with it, 
and burnt with their characteristic flames. 

The minds of scientific men had for some time 
been occupied with the thought of a possible con- 
nection between the pile and the magnetic needle, 
but no..examination of the free ends of the pile 
revealed any action. (Ersted quotes the following 
remark to show that in. 1813, his attention was 
directed to the subject. ‘ It must be determined 
whether electricity in its most latent state has any 
action on the magnet as such.” . 

In this vague state the subject rested till the 
early part of 1820, when CErsted, surrounded by a 
number of auditors, tried the effect upon a magnetic 
needle of a platinum wire raised to incandescence by 
the current. “Although,” he says, “ the effect was un- 
questionable, it appeared to me nevertheless so con- 
fused, that I deferred a minute examination of it to 
a period at which I hoped for more leisure.” Early 
in July, 1820, he resumed the investigation. This 
was illustrated by Dr. Tyndall:—A copper wire 
from one end of a voltaic battery was carried along 
a series of supports, and caused to return along a 
second set of supports parallel to the first, to the 
other end of the battery. The wire being placed 
in the magnetic meridian, a long magnetic needle 
was placed beneath it. There was no action as 
long as there was no current, but in the passage of 
the current the needle was deflected, and took 
up a permanent position oblique to the magnetic 
meridian. On placing the needle under the return- 
ing wire, the deflection was in an opposite direction. 
When, moreover, the direction of the current was 
reversed, the deflection of the needle was also re- 
versed. The direction of the deflection was thus 
proved to depend on the direction of the current. 

Ampére presented a figure to the mind which 
enables it in all cases readily to follow these mo- 
tions, and indeed to protect them. Let a little 
swimmer be imagined on the current, swimming 
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along withit, and with his face turned on the needle ; 
‘the north pole of the needle will always be deflected 
‘towards such swimmer’s left hand. Inthe return 
wire the swimmer’s arms would occupy positions 
the reverse of those which they occupied in the 
outward-bound current ; hence the reversal of the 
deflection must follow. | 

It is obvious that Œrsted’s discovery enables us 
to infer from the direction of the current the deflec- 
tion of the needle, and from the deflection of the 
needle the direction of the current. 


Hotes. 


THE estimated traffic receipts of the West India 
and Panama Telegraph Company (Limited) 
-amounted in March to £5,006, as compared with 
£4,705 actual receipts for the corresponding 
period of 1875. | 


rr 


The traffic receipts of the Eastern Extension» 
Australasia, and China Telegraph Company 
(Limited) for the month of April, 1876, amounted 
to £8,204 against £18,413 for April, 1875. The 
Madras Penang cable was interrupted all last 
month. 


À petition to wind-up the Electric Power 
Company (Limited) has been presented to the 
_ High Court of Justice. 


The Prince Edward’s Island telegraph cable is 
broken, and all telegraphic communication with 
the island is suspended. | 


: A Brownsville (Texas) despatch, dated April 
23rd, states that the telegraph lines in Mexico are 
down, and business with the interior is entirely 
suspended,-—Fournal of the Telegraph. 


The average time which messages for India, via 
Teheran, by the Indo-European Telegraph Com- 
pany, have occupied in transit during the month of 
April, has been, from Calcutta 32 minutes, Bombay 
33 minutes, and other places in India 53 minutes. 


The following, trom the Journal of the Telegraph 
gives further information regarding the repair of 
the Havana and Key West 1869 cable in the s,s. 
Professor Morse. This is, we believe, the first 
repair executed by an American staff in a sea 
cable, and appears to do them great credit. 

The party reached Havana on April 4th, and 
left on the 5th, in small boats, for Cojimar, where 
the cable lands. Tests located the fault at 1.3 
knots from the shore. Attempts were at once 
made to raise the cable by underrunning with the 
small boats, but it was not until the afternoon of 
the 6th that the junction of the shore end with the 
intermediate was brought on board. The cable 
was cut at this joint owing toits unfavourable 
appearance, but as the tests showed the wire 
shoreward to be in perfect condition, it was re- 


jointed. To facilitate the work it was here 
deemed advisable to procure alight schooner, 
which having been done on the 8th, under- 
running was resumed, and at 1 p.m., a galvano- 
meter on shore indicated that the fault had been 
brought up. This fact was signalled to the work- 
ing party. The cable was cut and found to be 
perfect westward by tests with Key West. On 
the oth connection was made with new cable on 
the Morse, and the steamer payed out to the point 
where the cut was made, on the 7th, where the 
final splice was made. After completing the : 
repairs the entire cable was tested for conductivity 
and insulation, and found to be in excellent con- 
dition, as shown by the following figures. Copper 
resistance per knot, 11.28 ohms. Dielectric — 
resistance, after one minute’s electrification, 
339.8 megohms per knot. , 


It appears from the Bulletino Telegrafico of 
Florence that Mr. Stearns, in a letter to the Com- 
mander D’Amico, Director-General of Italian 
Telegraphs, informs him that he has found that to 
Italy is due the discovery of electro-magnetism, as 
well as the honour of having made the first Voltaic 
battery. The facts on which this is based are 
mentioned in Mr. Sabine’s ‘ History and Progress 
of the Electric Telegraph.” It appears that the 
effect of a current acting on a magnetic needle is 
mentioned by Professor Izarn, in his “ Manuel du 


Galvanisme” (published at Paris, in 1804) as 


observed by Romagnosi, a physicist of Trent, and 
that I. Mojon, a learned chemist of Genoa, stated 
that non-magnetized needles obtained “a kind of | 
polarity” when submitted to the action of a cur- 
rent. The Bulletino Telegrafico, in mentioning this, 
observes that they thank Mr. Stearns, as they truly 
believe that the observations of Mojon are little 
known. Not so in the case of the illustrious 
Romagnosi, who was not from Trent, but from 
Salsomaggiore, near Piacenza. It is true it was 
at Trent that he made his discovery of the 
deviation of the needle by the electric current. 
The fact is fully recorded in an epitaph by Pietro 
Giordani, at the College Alberoni, near Piacenza. 
It states that the deviation of the magnetic needle 
by a galvanic current was noticed and published 
by him in 1802. Inthe book in question the nameis 
spelt Romagnesi, whereas it should be Romagnosi. 


Nature for the 18th of May, has a very interest- 
ing account of the Greenwich time-signal system. 
The mean solar standard clock is a Shepherd’s 
electric clock, and works several other clocks in 
the various rooms in the building, and also con- 
trols clocks in London. The Greenwich time-ball 


is dropped by electrical action, and hourly currents 


are sent to the General Post-office and to the Lon. 
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don Bridge Station, from whence, by other mechan- 
ism, the time is distributed to other towns. 


- The Journal of the Franklin Institute for April, 
has an article by Professors Edwin J. Houston and 
Professor Elihu Thompson, on “the Alleged 
Etheric Force; Test Experiments as to its identity 
with Induced Electricity.” The authors, after 
showing by experiments, that the so-called force 
has polarity, conclude by hoping ‘** that the fore- 
_going experiments will have established still more 
decidedly the fact that all the manipulations classed 
as ‘etheric,’ are due solely to inverse currents of 
induced electricity.” 


. M. Weyprecht, the chief of the second Aides 
expedition to the North Pole, has reported on the 
relation between the Aurora Borealis and the mag- 
netic perturbations. He states that he found, in 
regions where the aurora exhibited its maximum 
power, the deviation of the magnetic needle was 
towards the east. The declination diminished, 
but always the inclination increased.—Afhenæum. 


The creditable little handbook to the special 
loan collection of scientific apparatus at South 
Kensington is well worth perusal. The chapters on 
Magnetic and Electrical Apparatus are by Professor 


G. Carey Foster, which is a sufficient guarantee | 


for the excellence of this portion of the work. 


The Philosophical Magazine has an article on 
the Determination of the Longitude of Cairo from 
Greenwich by the exchange of Telegraph signals, 
by Captain C. Orde Brown. The actual experi- 
ments were between Porthcurnow and Alexandria, 
the whole series of cables being joined direct. 
The total length of cable was 3,222 nautical miles. 
40 Menotti cells were used, although signals were 
read with 12 cells. The mean loss of time before 
the signal on make of current was visible, was 
1°34, seconds, and that before break of current 
signal was 1°28 seconds, the mean being 1°31 seconds. 


Professor A. Graham Bell has just obtained a 
patent from Washington for a new method of tele- 
graphy, by mean of an wndulatory instead of an 
intermittent current, as employed under the former 
patent. Our readers will remember that during 
last summer Professor A. C. Bell gave, at the 
office of the Dominion Telegraph Company in 
Brantford, an exposition of his telegraphic dis- 
coveries ; since then, considerable advance has 
been made in the improvement of apparatus, and 
some of the results now obtained are very striking ; 
thus, from an electro-magnet at one end of a 
single wire are heard issuing the sounds of the 
human voice—tones and words which were spoken 
or sung before a membrane connected with an 


electro-magnet at the other end of the wire. Pro- 


essor A. G. Bell’s inventions, secured by patents, 
include—Simultaneous transmission of a multipli- 
city of messages, in either direction, on a single 
wire; the conveyance of autographic messages in 
fac simile; the transmission or vocal or other 
sounds. The discoveries made by Professor Bell’s 
researches are very startling, and when carried into 
practical effect will work quite a change in the téle- 
graphic system. Tocarry the sound of the human 
voice over the mystic wire is an accomplishment 
never before scarcely dreamed of! Professor Bell’s 
labours with visible speech, and the success which 
has accompanied his efforts to make a practical 
use of it with the deaf mutes in Boston, have 
already given him an enviable reputation, although 
his father—Professor A. M. Bell, of Tutelah 
Heights—may be credited with the discovery of 
it.—The Daily Expositor, Brantford, Ontario, Can, 


Despatches have been received at the Navy De- 
partment from Captain J. N. Miller, commanding 
the United States Steamer Tuscarora, dated Bris- 
bane Roads, Australia, February 14th, 1876, in 
which he reports his arrival on the roth of that 
month, having left the Fiji Islands on the 25th 
of January. The Tuscarora was sent out to make 
soundings between Honolulu and Brisbane, with 
the view of learning the practicability of laying a 
submarine cable between those points. One hundred 
and seven casts were made in all. Captain Miller 
says that as far as the nature of the bottom and 
the depth of the water are concerned, the entire 
route between Honolulu and Brisbane, via the > 
Phoenix Islands and the Fiji Islands, is an easy 
and practicable one for laying a submarine cable. 
The citizens of Brisbane showed great interest in 
the work, and especially in the Tuscarora, as it 
was the first time that an American man of war | 
ever visited that port. The Tuscarora left Sidney 
for home March 11th, via Honolulu and the 
Samoan Islands.—Fournal of the Telegraph. 


THE Dawn or Licut.—The invention of the 
electric telegraph was recognized in the Pekin 
Gazette for the first time on March 4th. It is 
spoken of in connection with the riots at Foo Chow 
during the attempt to establish a line between Foo 
Chow and Amoy.—Fournal of the Telegraph. 


The money Article of the Times of May 25, 
mentions a brochure on the Telegraphs of Belgium 
by Mr. Vinchent, the Belgian Inspector General 
of Posts and Telegraphs. According to this 
authority Belgium possesses 4,958 kilometers of 
telegraphic lines, on which are stretched 21,093 
kilometers of wire, exclusive of 991 kilometers 
erected at the expense of the concessionaires of the 
conceded railways. There are 586 offices. The 


| Morse instrument is employed, except at the 
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principal towns, such as Brussels, Ghent, Liege, | 


and Ostend, where the Hughes instrument is 
employed. The net revenue is about 290,000 
francs, without taking into account the charges 
on capital expended on construction. 


The Western Union Telegraph Company are 
jaying down two pneumatic tubes and under- 
ground wires in New York, between the main 
office, corner of Broadway and Dey-street, to No. 
14, Broad-street office. Two tubes will also be 
laid from the main office to 134, Pearl-street, and 
the Cotton Exchange offices. 

The pneumatic tubes will be of brass, which 
has been decided upon as preferable to lead or 
iron for this purpose. The carrier is a gutta 
percha pouch or box, covered with felt, two inches 
in diameter, with a band of felt projecting around 
the ends. Each carrier has a capacity for 50 
messages, which are kept in place by a rubber band. 

Duplex engines (working both by compressed 
and exhaust air) are to be used to force the boxes 
through the tubes, by means of which boxes will 
be sent in alternate directions through the pipes, 
. The pistons of the pumps have an internal 

diameter of over two feet. 

Subterranean wires will also be laid over the 
same routes, in cast iron pipes three inches in 
diameter, and which will be capable of contain- 
ing 125 wires each. 

The work is being carried out under the 
superintendence of Mr. George B. Prescott, the 
electrician to the Company, who came to Europe 
two years ago to examine the various systems 
employed in England and the Continent. | 


M. Chutaux has exhibited at 99, Boulevard Cen- 
tral Brussels, a magneto-electric-motor machine 
which he has patented, and of which the arrange. 
ment is simple and analogous to that of Froment. 

Two wheels fixed on the same horizontal axle, 
and carrying on their periphery soft iron armatures 
_are placed above two electro-magnets in each of 

which the current is alternately sent by means of 
a commutator. The electro-magnets are so 
placed that when one of the el ectro-magnets attracts 
an armature by the niovement of the wheels, the 
second electro-magnet is brought into play and 
a continuous rotation of the wheels is produced, 
from the axle of which the motion can be carried 
to small machines, such as lathes, sewing machines, 
&c. 

‘Mr, Chutaux has also applied his machine to 
electro-plating and other use. He has also in 
some machines increased the number of electro- 
magnets.—Moniteur Industirel Bélge. 


An experimental trial of a new torpedo boat, 
embodying the most recent improvements of the 


Lay system, was recently tried near the Navy 
Yard, Washington, D.C. The boat, of cigar 
shape, 16 feet long, 19 inches in diameter, is made 
of iron. It is propelled by liquid carbonic acid, 
carried in a reservoir within the shell, the liquid 
being allowed to expand into gas, which operates 
an engine and propeller. The boat is steered and 
the speed and direction of the engine governed by 
electricity, the circuit being opened and closed by 
means of a cable, which is wound or unwound, as 
desired, from a reel carried in the boat; the 
boat’s direction and motions being governed 
by electric keys, located at the station or on the 
vessel whence the torpedo boat is sent out. The 
boat carries an explosive magazine which is dis- 
charged by electricity. | 

To the Lay torpedo boat may be attached a — 
line of floating explosive mines, connected with the 
operator’s station, as is the torpedo itself, by 
electric cable. The torpedo boat may be des- 
patched with these floating mines in tow to open : 
the channel. The mines can be detached from 
the boat at any given point and sunk in position 
by an arrangement peculiar to their construction: 
still retaining their electric cable connection with 
the operator’s station. They may be fixed at will. 
Mr. Lay has invented a submarine torpedo battery 
for harbour and coast defence. It is similar to 
the ship floating torpedo.—Scientific American. 


_ Since the successful opening of telegraphic 
communication between New South Wales and 
New Zealand, Western Australia has become the - 
only member of the Australasian group of 
colonies not participating in the benefits of the - 
South Australasian telegraphic system. A wire 
is, however, in course of erection between 
Adelaide and Perth, Western Australia, and this 
will complete the overland system of Australian 
telegraphs for the present.—Engineering.. 


The annual report of the Atlantic and Pacific 
Telegraphic Company shows that the receipts 
from messages were 386,826 dols., and the operat- 
ing expenses, including supplies and line materials. 
for repairs 396,399 dols., leaving a defict of 9,572 
dols. The gain in receipts over 1874 was 24,545 
dols., notwithstanding the loss of signal office 
patronage, the southern connection, and the re- 
duction in rates. The increase in expenses is 
accounted for by the extensive and necessary 
repairs of lines. During the year 471 miles of 
poles and 1,466 miles of wire were put up. 


We learn by telegram that the Turkish Govern- 
ment has forbidden the transmission of telegrams in 
cipher over their telegraph lines.—Railway News. 


In a circular issued by the directors of the 
Direct United States Cable Company, they men.. 
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tion the following particulars concerning their 
traffic during the interruption on the Anglo- 
American system :— 
_ “The rush of traffic over the ‘‘ Direct” cable 
practically lasted from the 4th to the oth of May, 
inclusive, during which time 83,141 words were 
actually transmitted over the line. On the two 
heaviest days—viz., the 5th and the oth of May— 
14,402 words and 15,906 words were sent over the 
line during each day, making an average speed 
for the whole of the 24 hours of 10 and 11 words 
respectively (the highest speed reached was 18 
words per minute). | 

This. speed, it must be borne in mind, was 
attained over the longest section of the system, 
viz., the main cable of 2,500 nautical miles. 

On the shortest section of the line the speed 
was, of course, very much higher. 

Considering the fact that the work usually 
performed by five cables was done during this 
time by one, it is a matter for congratulation that 
_ the maximum delay reached no more than about 

15 hours, and that only at the time of the greatest 
pressure.” | | 


With regard to the interruptions in the Anglo. 
American system between Newfoundland and 
America, The Telegrapher of May 6th states: 
“ This week all the other cables of the Anglo- 
American Telegraph Company are interrupted 


between the Island of St. Pierre and Placentia 


Bay, Newfoundland, which cuts off all commu- 
nication between the cables which land at Heart’s 
Content, N. F., and the connections this side, en- 
_tirely suspending business. | 
As the break is on the short section between 
Nova Scotia and Newfoundland, it will not 
probably take long to repair it. Unfortunately, 
the Minia, the regular repairing steamer of the 
Anglo-American Company, is at present on the 
other side of the ocean; but, another, a small 
_ boat, which has occasionally been engaged for 
repairing purposes, will be chartered, if possible, 
for the emergency.” : | 


The Telegrapher of May 13th, says: ‘‘ The 
cable from Placentia Bay to Heart’s Content, 
Newfoundland, is broken, and two of the cables 
connecting St. Pierre and Sydney, and four con- 
necting Sydney and Piacentia have been broken 
during the last two weeks, and now only one of 
them is in operation.” 


And in another paragraph, in their number of 
the same date, ‘* the Anglo-American Company 
had one cable between St. Pierre and Placentia 
‘sufficiently repaired to resume the transmission 
of messages. The repairs of this cable not having 
been completed, communication was again in- 


terrupted Sunday night, and communication © 
suspended until Tuesday noon. It is expected 
that the vessel employed will proceed to raise. 
and repair. the other cables, and it is supposed 
that within a brief time, perhaps before this paper 
reaches the reader, communication by the Anglo- 
American lines will be fully restored.” 


The Shanghai-Amoy section of the Great 
Northern Telegraph Company was broken on the 
oth of May. 


_ The Canadian Pacific Telegraph is now work- 


ing as far as Battle River, some 600 miles west 
of Fort Garry. | 


Parliamentary Gutelligence, 
Major-GENERAL’ Symons, Inspector-General of 
Fortifications, gave evidence before the select 
committee of the House of Commons, on Post 
Office telegraphs on May 12. Alluding to the 
expedition against the Ashantees, he said that if 
it had not been for the assistance of telegraphs 
that war could not have been carried on. There 
ought to be, in his opinion, a number of men kept 
constantly in work as telegraphists, who could be 
called upon to perform the work of telegraphy 
for the army in the event of war. 

Colonel Alexander: In the event of an invasion — 
would civilians be as competent as soldiers to 


work the telegraphs in the vicinity of a hostile 


force? , | 
_ Witness doubted it. He should be very much 
afraid of employing an undisciplined force in time 
of war if any hardships were expected. 

Major Webber, C.E., a divisional engineer in 
the employment of the Post Office, give similar 
evidence, and the committee again adjourned. 


In the House of Commons, on May 13th, Mr. 
Lowther, in reply to Mr. M’Arthur, said the 
subject of direct Telegraphic commnuication with 
Cape Colony and Natal, was now engaging the 
attention of the Colonial Office. 


Proceedings of Societies. 


PHYSICAL SOCIETY.—13TH May, 1876. 


PROFESSOR G. C. FosTER, President in the chair. 
The following candidates were elected members | 

.K.S., Rev. R. H. M. Bosanquet À. 
David Howard. 

Mr. Thompson, B.A., B.Sc., concluded the com- 
munication on the supposed New Force, which he 
commenced at the last meeting of the Society. In 
the arrangement which he has adopted for obtain- 
ing the spark, the secondary current of a Rhum- 
korff’s coil is made to traverse a short coil of wire, 
which is thoroughly insulated from the internal 
coil, and into the circuit an arrangement is intro- 
duced by means ot which the spark may be made 
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to traverse a variable thickness of air in its course 
round the short coil; It is found that if this 
spark is very short the spark obtained from the 
internal coil is also short, but as we increase the 
thickness of air to be traversed, the spark which 
may be drawn off increases; the greatest effect, 
however, is produced when one terminal of the coil 
is connected with the earth, the spark then obtained | 
being about half an inch in diameter. Mr. Edison 
considered that the spark was retro-active, but 
Mr. Thompson showed by an experiment that de- 
ficient insulation might lead to such a conclusion. 
He then proceeded to show that just as the charge 
given to a gold-leaf electroscope is at times 
positive and.at. times negative, without any 
apparent reason for the change, so if the core of 
the arrangement employed be connected with a 
Thomson’s galvanometer, the needle will be found 
to wander irregularly about the scale on both sides 
of the zero. In order to show that these experiments 
are identical with those conducted as originally 
described by the discoverers, the terminals of the 
induction coil were connected with the coils of 
an electro-magnet, the same means of including a 
layer of air in the circuit being introduced. The 
effect in this case was found to be precisely similar 
to that obtained with the special arrangement 
previously used. With a brush discharge, a 
Geissler’s tube. could be illuminated, and, when 
the layer of air was infinitesimal, the spark pro- 
duced was also infinitesimal. It was then shown 
that, if the spark at the point of contact in the 
‘key, when a direct battery current traverses the 
coil, be done away with, by shunting the extra 
current which gives rise to it, no spark can be 
obtained from the core. It thus appears that no 
spark is obtained when there is no necessity for 
an inducing current to accumulate until it has 
_ sufficient tension to leap over a resisting medium, 
and that, as the thickness of this resisting medium 
‘increases, the spark obtained becomes greater. 
Evidently on these occasions the charge has time 
to attract unlike and repel like electricity in the 
core, and, if a conductor in connection with the 
‘earth be presented to this core, the like electricity 
will escape; hence a spark will result. As soon, 
however, as the tension has become sufficient to 
leap over the layer of air, it will be necessary to 
restore equilibrium in the core. Hence there will 
be a return spark in the opposite direction. From 
these experiments it will be seen that the 
phenomena observed may be explained by the 
“ordinary laws of induction. | | 


‘Electrical Science in Foreign Journals. 


Annales Télégraphiques. Vol. ii. Nov.-Dec., 1875. 


The Life and Labours of Sir Charles Wheatstone. 
By M. E. Mercadier. | 
Comparison of the Batteries used in Telegraphy. A 
paper by M. Gaugain upon the different forms of 
attery known as the Daniell, Calland, Marié- 
Davy, and Leclanché. 
A translation will be given in a future number. 
The Pneumatic Telegraph. A description of the 
pneumatic telegraph system as established in 
Paris. This article is illustrated by three | 


point. 


| tration of the experiments. 


executed maps, showing the routes of the various 


tubes, stations, &c. | 
The Electric Anemometer of M. Hardy. By M. 
Gillet. This paper is translated in the present 
number. | 
Report upon the Direct United: States Cable. A 
translation of the report made by Sir William 


‘Thomson upon the tests carried out by him at 


Ballenskellig’s Bay on the 16th and 17th Septem- 


ber, 1875. (In the title the year is incorrectly 
printed as 1874.) | | 


Upon the use of the Induction Spark and of Electro- ° 


Magnets in connection with Electric Chronographs. 


By M. Marcel Deprez. 


Having had occasion to examine the different 
methods of registering, by means of electricity, the 
successive stages of a very rapid operation, such 
as the passage of a projectile along the interior of 
of a cannon, the author has made a comparative 
investigation of the various plans adopted in such 
cases. These methods are based upon three differ- 
ent properties of electric currents—the magnetisa- 
tion of soft iron, electro-chemical decomposition, 
and the production of sparks by means of induction 
currents. 


The first electric chronographs of Wheatstone, 


Constantinoff, &c., depended upon the use of 


electro-magnets which, upon electric contact being 
made, pressed a style against a blackened cylinder. 
In the chronoscope of Navez, Le Boulenge’s, &c., 
the effect is produced upon contact being broken. 
The objections to the use of electro-magnets as 
hitherto employed are—the residual magnetism, 
the slowness of theirs demagnetisation, and espe- 
cially of their magnetisation, and the consequent 
retardation in their action varying with the 
strength of the current. Finally, the slow motion 
of the cylinders would not permit the registration 
of such extremely short intervals of time as are 
involved in gunnery experiments. 

The passage of a current through an iron style 


pressing upon paper moistened with cyanide of 
potassium produces a blue mark, which ceases 


with the interruption of the current; but this mode 
of recording has the objection of requiring a cur- 
rent of high tension and the keeping of the paper 
in a uniform state of moisture. The style also 
accumulates a little colouring matter which con- 
tinues to mark the paper even after the current 


has ceased. These objections have led to the 


abandonment of the electro-chemical process as 
applied to chronographs. | 
The induction spark discharged against a silvered 
cylinder coated with lamp-black produces a spot 
in the centre of which is a very fine and distinct 
The retardation is less than one-ten-thou- 
sandth of a second, and with a very short distance 
between point and cylinder is quite unappreciable ; 
but as the spark follows the route, which is elec- 
tvically the shortest, deviations which cannot be 
neglected are the result. | 
Another difficulty is, that the spark is often fol- 
lowed by a train of minor sparks; and thus, in 
measuring a very short interval by two successive 
discharges from the same wire, the second spark 
may be confounded with the minor sparks of the 


first discharge. These difficulties become of even 


greater moment when the cylinder is covered with 
a sheet of blackened paper, provided for the regis- 
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As already stated, the retardation of the spark is 
generally less than one-ten-thousandth of a se- 
cond; but this does not mean that 10,000 sparks 
per second can be produced, for the time during 
which the primary circuit must be closed is much 
more than the above interval. In making 250 
contacts per second with three Bunsen cells 250 
sparks have been obtained, but they have been 
very small, and this number per second could pro- 
bably not be much exceeded without great increase 
of battery power. To obtain sparks with an in- 


‘terval of one-ten-thousandth of a second would 


need an extremely powerful battery. For this 
reason experimenters who wish to record, by the 
induction spark, very rapid phenomena have used 
as many coils as there were signals to be obtained. 
In Captain Noble’s chronograph eight coils, each 
with separate battery, are employed, each coil 
iving a separate signal as the projectile passes 
rom point to point in the gun. It should be 
observed that the production of the spark is a 
Capricious phenomenon, depending. much upon 
the way in which contact is broken. 
(To be continued.) 


Correspondence, 


T'o the Editor of the TeLtarapuic JOURNAL. 


Mr. Epitor,—I read in an article by Mr. C. V. 
Walker, ‘On the work value of electro-magnets 
enclosed in iron,” insetted in your number of the 


15th May, that these sort of electro-magnets, 


which have a greater force than others, although 
of smaller volume, are of recent invention, and 
have never been described in any known work. 
It is stated in support of this, that in my work on 
the construction of electro-magnets, I have 
established that if a straight electro-magnet is 
enveloped in an iron tube, the internal core will be 
Strongly magnetised, but that the exterior envelope 
of ivon will not be magnetised at all. 


If I rightly construed the thoughts of the author 
in this quotation, he has wished to demonstrate 
by this that I did not suspect the power of electro- 
magnets combined in this manner, and that, in 
consequence, the electro-magnets which he de- 


scribes are really new. 


Permit me to observe that there is a mis- 
understanding in the interpretation which Mr. 
Walker has given to this passage from my work, 
which vefers to two insulated magnetic limbs non- 
combined. 


In the experiments which I made on this subject, 
I wished to demonstrate that an electro-magnetic 
helix does not re-act externally on a ¢ylinder of 
iron which envelopes it, and that it can only 


_ develope magnetisation when the iron is enveloped 


by it. 

In every case, if this species of iron casing* is 
magnetically bound to an iron core enveloped by 
the helix it is no longer the same; for this casing 
takes the polarity of the iron core with which it is 
in contact, and constitutes thus a two branch 
evectvo-magnet, one of which branches gives an annular 
pole, and the other a central pole enveloped by the first. 


* Mr, Du Moncel uses the term “ chethise.’’ 


ing. 


This system of electro-magnet, which in France 
has received the name of tubular electro-magnet, 
was invented by Mr. Nicklés about 1852, and I 
have described it in all my works; for example, 
in the various editions of my work, Exposé des 
applications de l’Electricité (the first appeared in 
1873), in my Etude sur le Magnetisme, etc. 

his electro-magnet has very great power, and 
allows of energetic action with a very small arma- 
ture. Moreover, it has been employed in a great 
number of electrical instruments. Mr. Wartmann 
used it in 1855 for his automatic regulator of 
strength of currents ; Mr. Bonelli had even applied 
it to his electric loom; Messrs. Fabre and Kune- 
mann, to electro-motors; Messrs. Hardy and 
Dugan, to an electric tell-tale for indicating the 
extinction of night signals on railways, etc. It 
was these electro-magnets which led Mr. Nicklés 
to invent circular electro-magnets, which were 
applied to locomotive wheels to increase adhesion 
to the rails. : 

These electro-magnets are in fact only double 
tubular electro-magnets. Suppose a bar of iron 
terminated at its two extremities by two discs of 
iron, and that between these discs is wound the 
magnetic helix, you will have a straight electro- 
magnet, of which the two poles will be represented 
by the discs. Suppose, now, that to these discs 
are soldered two iron cylinders, directed one 
towards the other so as to envelop the helix, and 
leave between them only an interval of a few 
millimetres, you will have an iron cylinder cut in 
two in the middle, and each half of this cylinder 
will have a different pole; consequently, if you 
make this cylinder roll on an iron rail in sucha 
manner that the separation of the two cylindrical 
casings corresponds with the middle of the rails, 
you will have an electro-magnet which in revolving 
will act constantly on the rail at its two poles, and 
under favourable conditions for so acting. 

Again, these circular electro-magnets have been : 
applied to transmit motion in place of spur gear- 
For this it is only necessary to replace the — 
rail previously in question by an iron cylinder, of 
which the axle is parallel to that of the circular 
electro-magnet. | | 

The question, you perceive, has been much. 
more studied than you believe in England, and 
you cansee in the work of Mr. Nicklès on electro- 
magnets, as well as in the second volume of my 
Exposé des applications de l'Electricité (3rd edition), 
all the forms of electro-magnets and of electro- 
magnetic systems which have been hitherto in- 
vented. 

I beg you to accept, &c., &c., 
Tu. Du MoNcEL, 
Member de l’Institute de France 


Paris, May 17. 


ANSWERS TO CORRESPONDEN'S, 


AMATEUR.—" Experiments with the new force,” by 
George M. Beard (reprinted from the archives 
of Electricity and Neurology, November; 1875); 
is Published by T. L. Clacher; 107, Twenty: 
eighth Street, New York. : | 


W. CrawrorD.—Received, Will appear with ans- 
ose wer in our next. | | 


| 
| 
| 
| 
| 
| 
i 
| 
1 
| 
| 
Î 
| 


June 2, 1876.) Telegraphic Fournal. ii 


STOCKS AND SHARES INVESTMENTS. 
Mr. WILLIAM ABBOTT, 


Broker, 
No. 10, Tokenhouse Yard, London, E.C., 


Is able to give special advice as to the position and prospects of the following securities :— 


Telegraphs. _ Great Eastern Railway. | 
Telegraph Construction Companies. | London, Chatham & Dover Railway. 
‘Tramways. Metropolitan District Railway. 
London General Omnibus. Banks. 


Mr. Assort invites correspondence from holders or intending investors in the above. 


Tramway Shares. 
Soectal attention drawn to the Shares of the Liverpool United Tramway and Omnibus Company (Limited). 
See Investment Circular, by WILLIAM ABBOTT, 10, Tokenhouse Yard, Sworn Broker. 


Telegraph Con truction and Maintenance Company (Limited). 


Facts and esses on ds ves to WILLIAM ABBOTT, Sworn Broker, 10, Tokenhouse Yard 
London, E.C. 


London, Chatham and Dover Railway Company : 
Its position analysed and its prospects reviewed, by WILLIAM ABBOTT, Sworn Broker, 10, 
: Tokenhouse Yard, London, E.C. 
J 9 


EDWARDS & 
PHOTO TINT and HELIOTYPE PRINTERS, PHOTO. LITHOGRAPHERS &c. 
61, Fleet Street, E.C. Works—6, 7, and 8, Lincoln Terrace, Kilburn, N.W. 


THE NEW PROCESS introduced by Messrs. B. J. Epwarps AND Co., under the name of “ PHOTO-TINT, ” ig 
the latest and best method of mechanical printing in permanent ink by means of photography, and is specially adapted for 
‘Portraits and Views, which may either be glazed and trimmed for mounting as silver prints, or with clean margins for Book. 


Illustrations. It is also valuable for illustrating SCIENTIFIC APP TUS. These prints combine the fidelity of 
photography with the a of engravings. 


Messrs. B. J. Epwarps AND Co. have also effected improvements in the working of the HELIOTYPE 
PROCESS, and are now prepared to undertake work of every description to which Photo-Mechanical Printing is applicable 
Price Lists and Estimates forwarded on application. A Specimen Print, Cabinet Size. post free for Six Stamps. 


All inquiries, orders, and remittances should be addressed to the London Office, 61, Fleet Street. Country Orders must be 
accompanied by a remittance or London reference. 3 


TO TELEGRAPH ENGINEERS AND INSTRUMENT T MANUFACTURERS, 


WALTER HALL, 


TELEGRAPH CONTRACTOR AND MANUFAOTURER. 


EVERY DESCRIPTION OF TELEGRAPHIC APPARATUS. 


Silk and Sinus Copper Wires suitable for every kina of Electrical Instruments. 

German Silver Wires for Resistance Coils. 

Coils for Electric Bells. Needle and other Instruments Wound and Tested to order, 

India-Rubber, Gutta-Percha, and other kinds of Insulated Wire, requisite in fitting-up Electric Bells for 
domestic and other purposes. 


up Cables for Submarine, Subterranean Aërial Telegraphs, Jones and Gunnery Experiments ; ; also 
for Naval and Engineering purposes. 


Ebonite, Tissue, Gutta-Percha, Parafin. India-Rubber and Shell-Lao Varnishes, &c., supplied. 
WORKS—MANSFIELD STREET, SOUTHWARK, 8.E. 


CITY OFFICE AND WAREHOUSES—REMOVED TO 10, LOVE LANE, EC, 
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or Egypt, 10s.; South America (West Coast), 12s. 
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_ payable in advance, 
lt can also be supplied abroad, at the following rates per annum, Post free:— 


Africa, Australia, Belgium, Brazil, Canada, Constantinople, France, Gibraltar, 
Jamaica, Malta, Mexico, Monte Video, Natal, New. Zealand, Sweden, United 


States, West Indies, Austria, Ceylon, China, Holland, India, Italy, Japan, 4 ’ : 


Germany, South America (East Coast), Switzerland, Russia, Portugal, Spain, 


SCALE OF CHARGES FOR ADVERTISEMENTS. 


à, s. a, 
Seven Lines (fifty words) or less, in column : 3 6 | Whole Column or Half Page., ee +. : ‘ 10 0 
Each additional Line .. « © 0 G.| Whole Page .. ee 
Quarter Column or Eighth Page .. .. © 7 6 | Outside Page (when at liberty) ae aes Sa 
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SPECIAL CHARGES FOR OFERATORS SEEKING SITUATIONS, 


Se 
Under Thirty Words ., ee 


The Edges of the Journal are cut throughout; the Advertisements must, therefore, be seen. 


*,* Post-Office Orders to be made payable to the MANAGER, at the Chief Office. 
Advertisements should reach the Office not later than the 12th and 27th of each Month. 
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‘ba Superior to all others. 
November, 1867 ; and May, 1870 ; 
m Dr; Hassall, September 23, 1863; Dr. Letheby, February 15, 1865, 


Requiring when once fixed, no attention whatever. — 


Vide Professor Frankland’s Reports to the Registrar Ganaral: 
the Lancer, Tanuary 12, 1867, and Testimonals 
and December, 1872. 
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on a practical scale, but it has-been the good fortune of M. CLAMOND, of Paris, after years of experiment 
and labour, to reach the long-desired success by perfecting his Thermo-Electric Pile or Battery. 


, 


3 Electricity is given out without any intermediate agency. Fuel alone, such’ as Gas, Coke, Charcoal, 


and the current obtained is constant and free from polarization or exhaustion.~ — 

ae The superiority of the Clamond Pile over other batteries for Electroplating and Electrotyping | 
Boo: urposes has been practically demonstrated. by its adoption in ‘France in the Ministry of War, the 
5 Mint, Bank of France, School of Mines, &c., &c.; in the ateliers of Messrs. Gourir, CHRISTOFLS, and 
other Industrial Institutions; whilst its value and economy in Telegraphy have been placed beyond 
question, by the result of many. months working at the Exchange Telegraph Company s Office in. 
= Bartho omew House, where the Pile has superseded all other Batteries previously in use. ~~ 

ee "M; Ciamonp, the inventor, has received, at the annual meeting of La Société d’Encourage- 
he ment pour L'Industrie Nationale, on the 25th June, 1875, its Grand Gold Medal, in recognition and + 
_ appréciation of the value of his important OL 

ee M. CLAMOND also received the Grand Diploma. of Honour from the ‘ Exposition Maritime et. 
Fluvial, last year, in recognition of his | 
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The are some of the to which this is vit, : 


ÉLEGTRO-PLATING abd ELEOTROTYPING, 
of METALS and OHEMIOAT:: ANALYSIS, 

PRODUCTION of LIGHT, 
FORPEDOES and other NAVAL and MILITARY REQUIREMENTS, | 
HOSPITAL AND SURGICAL PRACTICE, and BATHS, 


standard of efficiency. | | 
ECTROTYPING, BLECTRO-PLATING, AN D 


fr ‘A Machine of 100 bars, with a consumption of s cubic feet of gas, deposits about one ounce “of 
a Silver per-hour. The same apparatus, coupled for quant, will deposit about one ounce of Copper in 
LA the same time. 


are now in progress for producing light, ‘ticked 
re &¢., by large sized Batteries, which will effect very considerable: economy over all SIA 
means hitherto employed in this direction. 

ES The Boar specially draw the atténtion of manufacturers and others interested i in the various 
Mis applications of Electricity to. the T hermo-Electric Piles, and invite them to inspect the Batteries, which 
| cah be seen in,operation at the Company's Works, 27, New Street, Cloth Fair, Aldersgate Street (by 
… Railway Station), on Mondays, Wednesdays, and Fridays, between the hours of 2 and. 4, where pacar 
nage ane full particulars can be ol tained, and all necessary references and testimonials supplied, : 


Fanon: Printed for the Proprietor by Jupp & Co. St. Andrew's Hill, Doctors’ Commons, E.C. June ty 1876, 


2 Ibs. ‘coke per. hour, will about four times ‘the above 


PARIS—86, Boulevard de Courcelles- 


The Piles .or Generators are constructed of metals having great electric properties. The : 4 


es consumed. The economy in maintenance is very considerable in comparison with other Batteries, ; A a 
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By way of itlustrati jon of the capabilites of these Instruments the flowing may, be taken 4 
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